DIGITAL
MULTIMETERS

AUTORANGING DIGITAL MULTIMETER
WITH LAN/TONE/PHONE TESTER  MS8236

Large 2000 Counts LCD Display

Built-in Non-Contact Voltage Detector

Tests DC/AC Voltage and Current, Resistance,
Diode and Continuity

Check Net Cables: T568A, T568B, 10Base-T
Identify the state of the telephone line: Busy,
Ringing or clear

Tone Function: Diagnose the break points of cables
MAX and Data Hold

Display Back Light
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Specifications Range Accuracy

DC Voltage 200mV/2V/20V/200V/600V +(0.5%+5)
ACVoltage 200mV/2V/20V/200V/600V (0
20001A/20001A/20mA/200mA
DC Current HAJ2000uA] /
2A/10A
2004A/2000A/20mA/200mA £(1.5%+5)
ACCurrent
2A/10A +(3.0%15)
5 o Resistance 2000/2K0/20K0/200K0/2M0/20MO 5)
= A
G i Display 2000 counts
Auto Ranging D

Manual Ranging | @
NetCable Check | T568A, T5688, 108ase-T

Phone Check Busy, Ringing or Clear

Judge The Continuity Of Cables Or Wires,

Tone
Diagnose The Break Point

NCV. Non-Contact Voltage Detector

Diodc 2.5v

Continuity Buzzer | <500

MAX °

Data Hold

°
Low Battery display[@
Display Backlight | ®

Power Supply MS8236T: 1x9V 6F22  MS6812R: 1x8V 6F22
MS8236T: 195x92x55mm/7.7"x3.6"x2.2"
MS6812R: 238x43x26mm/9.4"x1.7"x1.0"
Product Weight  [M58236:378g/0.83lb_ MS6812R: 70g/0.151b
safety Rating CL CTL CATIII 600V RoHS,

Product Size




